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(8) Waste water from the egg washing 
operation shall be piped directly to 
drains. 

(9) The washing, rinsing, and drying 
operations shall be continuous and 
shall be completed as rapidly as pos-
sible to maximize conservation of the 
egg’s quality and to prevent sweating 
of eggs. Eggs shall not be allowed to 
stand or soak in water. Immersion-type 
washers shall not be used. 

(10) Prewetting shell eggs prior to 
washing may be accomplished by 
spraying a continuous flow of water 
over the eggs in a manner which per-
mits the water to drain away or other 
methods which may be approved by the 
Administrator. The temperature of the 
water shall be the same as prescribed 
in this section. 

(11) Washed eggs shall be spray-rinsed 
with water having a temperature equal 
to, or warmer than, the temperature of 
the wash water. The spray-rinse water 
shall contain a sanitizer that has been 
determined acceptable for the intended 
use by the national supervisor and of 
not less than 100 p/m nor more than 200 
p/m of available chlorine or its equiva-
lent. Alternate procedures, in lieu of a 
sanitizer rinse, may be approved by the 
national supervisor. 

(12) Test kits shall be provided and 
used to determine the strength of the 
sanitizing solution. 

(13) During non-processing periods, 
eggs shall be removed from the wash-
ing and rinsing area of the egg washer 
and from the scanning area whenever 
there is a buildup of heat that may di-
minish the quality of the egg. 

(14) Washed eggs shall be reasonably 
dry before packaging and packing. 

(15) Steam, vapors, or odors origi-
nating from the washing and rinsing 
operation shall be continuously and di-
rectly exhausted to the outside of the 
building. 

(g) Requirements for eggs officially 
identified with a grademark. (1) Shell 
eggs that are officially identified with 
a grademark shall be placed under re-
frigeration at an ambient temperature 
no greater than 45 °F (7.2 °C) promptly 
after packaging. 

(2) Eggs that are to be officially iden-
tified with the grademark shall be 
packed only in new or good used pack-
ing material and new packaging mate-

rials that are clean, free of mold, 
mustiness and off odors, and must be of 
sufficient strength and durability to 
adequately protect the eggs during nor-
mal distribution. When packed in other 
than fiber packing material, the con-
tainers must be of sound construction 
and maintained in a reasonably clean 
manner. 

(h) Use of approved chemicals and com-
pounds. (1) All egg washing and equip-
ment cleaning compounds, defoamers, 
destainers, sanitizers, inks, oils, lubri-
cants, or any other compound that 
comes into contact with the shell eggs 
shall be approved by the national su-
pervisor for their specified use and han-
dled in accordance with the manufac-
turer’s instructions. 

(2) All pesticides, insecticides, and 
rodenticides shall be approved for their 
specified use and handled in accordance 
with the manufacturer’s instructions. 

[69 FR 76376, Dec. 21, 2004] 

§ 56.77 Health and hygiene of per-
sonnel. 

(a) No person known to be affected by 
a communicable or infectious disease 
shall be permitted to come in contact 
with the product. 

(b) Plant personnel coming into con-
tact with the product shall wear clean 
clothing. 

[32 FR 8232, June 8, 1967. Redesignated at 42 
FR 32514, June 27, 1977, and further redesig-
nated at 46 FR 63203, Dec. 31, 1981] 
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